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Ons norny4eHuns VIH(*)OpMaLI,VIVI O ApYyrux XxapaktepucTtukax n cnocobax ncnonb3oBaHus, no>|<any17|0Ta,
O6paTI/ITer K TEXHWUYECKUM AaHHbIM, Kacarowmmes Yactn A", MisounaHaTHble oTBeEpanTenn noaBepXeHbl
BO34ENCTBMIO BRaru, NoO3TOMY cnenyeTt repMeTuHHO 3aKpbiBaTb YNMAKOBKU N XPaHUTb UX B CYXOM MeCTe.
Mocne BCKPbITUA YNaKOBKW NPOAOYKT OOJKEH ObITb n3pacxoaoBaH B TE€YEHUE TOro Xe OHA.

CPOK Cyxou YOEJIbHAA
APTVKYT XPAHEHWNA OCTATOK I'IJ'IHOTHOCTb
(Mecaubl) % kr/n
THO0146/00 24 25+1 0,986 + 0,030
TH0222/00 24 24+1 0,965 + 0,030
TH0333/00 24 24+1 0,965 + 0,030
TH0613/00 24 211 0,930+ 0,030
TH0620/00 24 261 0,955 + 0,030
THO0675/00 24 28+1 0,950 + 0,030
THO703/00 24 24+1 0,955 + 0,030
THO0711/00 24 28+1 0,940 + 0,030
THO0712/00 24 23+1 0,960 + 0,030
THO0713/00 24 22+1 0,930 + 0,030
THO715/00 24 34+1 0,970 + 0,030
THO0718/00 24 28+1 0,940 + 0,030
TH0720/00 24 261 0,955 + 0,030
THO0721/00 24 44+ 1 1,000 £ 0,030
TH0722/00 24 29+1 0,969 + 0,030
THO0723/00 24 211 0,914 + 0,030
THO0724/00 24 31+1 0,950 + 0,030
M =i

N.B.: DATA PROVIDED ON THIS TECHNICAL DATA SHEET CORRESPOND TO OUR BEST KNOWLEDGE AND EXPERIENCE. WE ASSURE CONSISTENCY ON THE CHEMICAL-PHYSICAL
CHARACTERISTICS OF OUR PRODUCTS, WITHIN THE TOLERANCE LIMITS SPECIFIED ON OUR TECHNICAL DATA SHEETS. RESPONSIBILITY OF FINAL RESULT OF PRODUCT APPLICATION
IS FULLY UP TO THE USERS, WHO SHALL MAKE SURE THAT THE PRODUCT CORRESPONDS TO THEIR OWN NEEDS WITH REGARD TO APPLICATION SYSTEM, TO SUBSTRATES USED
AS WELL AS TO WORKING CONDITIONS.

WARNING: ACTUAL VISCOSITY OF SOME PIGMENTED AND/OR THIXOTROPIC PRODUCTS MAY DIFFER FROM THE VISCOSITY SHOWN ON THE TECHNICAL DATA SHEET.
DIFFERENCES ARE TO BE REGARDED AS ACCEPTABLE IF WITHIN 30% MAXIMUM.
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Cyxon YOENbHASA
APTVIKYT XPXSSHKM a OCTATOK MIOTHOCTb
(Mecsub) % Kr/n
TH0727/00 24 321 0,967 + 0,030
TH0728/00 24 30+1 0,980 + 0,030
TH0731/00 24 40+1 0,984 + 0,030
TH0733/00 24 49+ 1 1,015 + 0,030
THO0734/00 12 371 1,007 + 0,030
TH0735/00 24 44 +1 0,998 + 0,030
TH0738/00 24 39+1 1,000 + 0,030
THO0744/00 24 49+1 1,060 + 0,030
THO0746/00 24 37+1 1,020 + 0,030
TH0748/00 24 28+1 0,950 + 0,030
TH0749/00 24 32+1 0,950 + 0,030
THO0755/00 24 271 0,970 + 0,030
THO0756/00 6 75+3 1,170 + 0,030
TH0759/00 24 24+1 0,930 + 0,030
THO0760/00 24 42+1 1,012 + 0,030
TH0761/00 24 50+1 1,070 + 0,030
THO0765/00 24 35+1 0,982 + 0,030
THO0767/00 24 23+1 0,950 + 0,030
TH0773/00 24 28+1 0,940 + 0,030
TH0775/00 24 28+1 0,950 + 0,030
TH0779/00 24 271 0,970 + 0,030
TH0780/00 24 28+1 0,960 + 0,030

N.B.: DATA PROVIDED ON THIS TECHNICAL DATA SHEET CORRESPOND TO OUR BEST KNOWLEDGE AND EXPERIENCE. WE ASSURE CONSISTENCY ON THE CHEMICAL-PHYSICAL
CHARACTERISTICS OF OUR PRODUCTS, WITHIN THE TOLERANCE LIMITS SPECIFIED ON OUR TECHNICAL DATA SHEETS. RESPONSIBILITY OF FINAL RESULT OF PRODUCT APPLICATION
IS FULLY UP TO THE USERS, WHO SHALL MAKE SURE THAT THE PRODUCT CORRESPONDS TO THEIR OWN NEEDS WITH REGARD TO APPLICATION SYSTEM, TO SUBSTRATES USED

AS WELL AS TO WORKING CONDITIONS.

WARNING: ACTUAL VISCOSITY OF SOME PIGMENTED AND/OR THIXOTROPIC PRODUCTS MAY DIFFER FROM THE VISCOSITY SHOWN ON THE TECHNICAL DATA SHEET.

DIFFERENCES ARE TO BE REGARDED AS ACCEPTABLE IF WITHIN 30% MAXIMUM.
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CYXoun YOEJTbHAA
APTUKYTI XPXESIEMF] OCTATOK I'IJ'IHOTHOCTb
(MecsiLbl) % kr/n
THO0781/00 24 702 1,150 £ 0,030
THO784/00 24 29+1 0,960 + 0,030
THO787/00 24 28+1 0,950 + 0,030
THO788/00 24 34+1 1,000 £ 0,030
THO790/00 24 361 0,950 + 0,030
THO0793/00 24 25+1 0,934 + 0,030
THO0799/00 24 28+1 0,948 + 0,030
THO0801/00 24 24+1 0,940 + 0,030
THO805/00 24 24+1 0,940 + 0,030
THO0808,/00 24 24+1 0,940 + 0,030
TH0825/00 24 40+ 1 0,980 + 0,030
TH0908/00 24 801 1,100 £ 0,030
TH0925/00 24 261 0,960 + 0,030
TH1400/00 24 501 1,059 + 0,030
TH2510/00 24 19+1 0,893 + 0,030
TH2513/00 24 31+1 0,965 + 0,030
TH2520/00 24 34+1 0,940 + 0,030
TH2526/00 24 271 0,940 + 0,030
TH2530/00 12 751 1,070 £ 0,030
TH2533/00 24 271 0,965 + 0,030
TH2537/00 24 29+1 1,020 £ 0,030
TH2569/00 24 18+1 0,950 + 0,030
TH2580/00 24 20+1 1,001 £ 0,030
TH2587/00 24 20+1 1,000 £ 0,030
TH3192/00 24 31+1 0,990 + 0,010
TH6367/00 24 24+1 0,940 + 0,030
TH7918/00 24 251 0,940 + 0,030

N.B.: DATA PROVIDED ON THIS TECHNICAL DATA SHEET CORRESPOND TO OUR BEST KNOWLEDGE AND EXPERIENCE. WE ASSURE CONSISTENCY ON THE CHEMICAL-PHYSICAL
CHARACTERISTICS OF OUR PRODUCTS, WITHIN THE TOLERANCE LIMITS SPECIFIED ON OUR TECHNICAL DATA SHEETS. RESPONSIBILITY OF FINAL RESULT OF PRODUCT APPLICATION
IS FULLY UP TO THE USERS, WHO SHALL MAKE SURE THAT THE PRODUCT CORRESPONDS TO THEIR OWN NEEDS WITH REGARD TO APPLICATION SYSTEM, TO SUBSTRATES USED

AS WELL AS TO WORKING CONDITIONS.

WARNING: ACTUAL VISCOSITY OF SOME PIGMENTED AND/OR THIXOTROPIC PRODUCTS MAY DIFFER FROM THE VISCOSITY SHOWN ON THE TECHNICAL DATA SHEET.

DIFFERENCES ARE TO BE REGARDED AS ACCEPTABLE IF WITHIN 30% MAXIMUM.
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